Obomodulan Tooling Board
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Identification #

Color

Density lbs/ft>
Compressive strength psi
Flexural strength psi

Expansion coefficient
range 77-158 deg. F

Shore D hardness

Max. working temp. deg. F

240
Mint
15.6
580
650
28x10°

2324
176

Metric mm US approx. in.* 240

12 x 500 x 1500mm  1/2 x 20 x 60"

25 x 500 x 1500mm
25 x 500 x 2000mm
50 x 500 x 1500mm
50 x 500 x 2000mm
50 x 600 x 1500mm

1x20x 60"
1x20x80"
2x20x60"
2x20x80"
2x24x60"

502

Orange

N
(o]

1800
2400
26x10°

40-50
176

502

50x 1000 x 1000mm 2 x40 x 40"
50 x 1000 x 1500mm 2 x 40 x 60"
50 x 1000 x 2000mm 2 x40 x 80"
75x500 x 1500mm 3 x 20 x 60"
75 x 600 x 1500mm 3 x 24 x 60"
75 x500 x2000mm 3 x20x 80"
100 x 500 x 1500mm 4 x 20 x 60"
100 x 500 x 1800mm 4 x20x 72"
100 x 500 x 2000mm 4 x 20 x 80"
100 x 600 x 600mm 4 x 24 x 24"
100 x 600 x 1500mm 4 x 24 x 60"
100 x 1000 x 1500mm 4 x 40 x 60"
100 x 1000 x 2000mm 4 x40 x 80"
150 x 500 x 1500mm 6 x 20 x 60"
150 x 600 x 1500mm 6 x 24 x 60"
150x 500 x 2000mm 6 x 20 x 80"
150 x 1000 x 2000mm 6 x40 x 80"
200 x 500 x 2000mm 8 x 20 x 80"
200 x 1000 x 2000mm 8 x40 x 80"
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Obomodulan Tooling Board

AA
->

Identification # 240 302

Applications Architectural Models
Prototype Models

Obomodulan® is fully machined
on all edges and ready
for any gluing.

MSDS information and special
sizes available upon request.
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